Deep Groove Ball Bearings mainly take radial load as well as take moderate axial load. With less coeffcient of friction, high limiting speed size range and varations of structure, they are suitablefor precision instruments, low noise motors, automobiles, motorcycles, and other common machinery, as a widely used type of bearings in machinery industry. 
The deep groove ball bearing is of the most typical structure in rolling bearing and for extensive purposes. Thanks to the small friction moment, it is most suitable for the working occasion of high-speed rotation, low noise and low vibration. 
Such bearing is in multiple varied structures including open and close ones. 
     Deep groove ball bearings is the most common bearing. Its simple structure, easy to use. Mainly used to bear radial load, but increases when the radial bearing clearance, with certain properties of angular contact ball bearings can handle radial and axial joint load. They should not be used in a high speed thrust ball bearings, they can be used to bear the pure axial load. With the same size compared to other types of bearings, such bearings friction coefficient is small, extreme high speed. However, the impact of intolerance, unfit to bear heavy loads.

Deep groove ball bearings for the steel cage more than stamping ribbon cage, large multi-use vehicles bearing metal solid cage.

Deep groove ball bearings is widely used in automobiles, tractors, machine tools, motors, pumps, agricultural machinery, textile machinery. 
Our Advantages
1, Experience: 15 years experience on bearing manufacturing and exporting.
2, Customer: Exporting to more than 126 countries on 6 continents
3, Quality standard: ONLY Above than P6
4, Delivery Within: 10-40 days after T/T or L/C, pay penalty for any delay.

	Bearing No. 
	I. D
	O. D
	W
	Loading Rating(KN)
	Steel Ball Parameter
	Max Speed

	
	D
	D
	B
	Dynamic
	Static
	No. 
	Size
	Grease
	Oil

	
	mm
	Inch
	mm
	Inch
	mm
	Inch
	Cr
	Cor
	
	mm
	R/min
	R/min

	6000
	10
	0.3937
	26
	1.0236
	8
	0.3150
	4.55
	1.95
	7
	4.763
	29000
	34000

	6001
	12
	0.4724
	28
	1.1024
	8
	0.3150
	5.10
	2.39
	8
	4.763
	26000
	30000

	6002
	15
	0.5906
	32
	1.2598
	9
	0.3543
	5.60
	2.84
	9
	4.763
	22000
	26000

	6003
	17
	0.6693
	35
	1.3780
	10
	0.3937
	6.80
	3.35
	10
	4.763
	20000
	24000

	6004
	20
	0.7874
	42
	1.6535
	12
	0.4724
	9.40
	5.05
	9
	6.350
	18000
	21000

	6005
	25
	0.9843
	47
	1.8504
	12
	0.4724
	10.10
	5.85
	10
	6.350
	15000
	18000

	6006
	30
	1.1811
	55
	2.1654
	13
	0.5118
	13.20
	8.30
	11
	7.144
	13000
	15000

	6007
	35
	1.3780
	62
	2.4409
	14
	0.5512
	16.00
	10.30
	11
	7.938
	12000
	14000

	6008
	40
	1.5748
	68
	2.6772
	15
	0.5906
	16.80
	11.50
	12
	7.938
	10000
	12000

	6009
	45
	1.7717
	75
	2.9528
	16
	0.6299
	21.00
	15.10
	12
	8.731
	9200
	11000

	6010
	50
	1.9685
	80
	3.1496
	16
	0.6299
	21.80
	16.60
	13
	8.731
	8400
	9800

	6011
	55
	2.1654
	90
	3.5433
	18
	0.7087
	28.30
	21.20
	12
	11.000
	7700
	9000

	6012
	60
	2.3622
	95
	3.7402
	18
	0.7087
	29.50
	23.20
	13
	11.000
	7000
	8300

	6013
	65
	2.5591
	100
	3.9370
	18
	0.7087
	30.50
	25.20
	13
	11.112
	6500
	7700

	6014
	70
	2.7559
	110
	4.3307
	20
	0.7874
	38.00
	31.00
	13
	12.303
	6100
	7100

	6015
	75
	2.9528
	115
	4.5276
	20
	0.7874
	39.50
	33.50
	14
	12.303
	5700
	6700

	6016
	80
	3.1496
	125
	4.9213
	22
	0.8661
	47.50
	40.00
	14
	13.494
	5300
	6200

	Bearing No. 
	I. D
	O. D
	W
	Loading Rating(KN)
	Steel Ball Parameter
	Max Speed

	
	D
	D
	B
	Dynamic
	Static
	No. 
	Size
	Grease
	Oil

	
	mm
	Inch
	mm
	Inch
	mm
	Inch
	Cr
	Cor
	
	mm
	R/min
	R/min

	6200
	10
	0.3937
	30
	1.1811
	9
	0.3543
	5.10
	2.39
	8
	4.763
	25000
	30000

	6201
	12
	0.4724
	32
	1.2598
	10
	0.3937
	6.10
	2.75
	7
	5.953
	22000
	26000

	6202
	15
	0.5906
	35
	1.3780
	11
	0.4331
	7.75
	3.60
	8
	5.953
	19000
	23000

	6203
	17
	0.6693
	40
	1.5748
	12
	0.4724
	9.60
	4.60
	8
	6.747
	18000
	21000

	6204
	20
	0.7874
	47
	1.8504
	14
	0.5512
	12.80
	6.65
	8
	7.938
	16000
	18000

	6205
	25
	0.9843
	52
	2.0472
	15
	0.5906
	14.00
	7.85
	9
	7.938
	13000
	15000

	6206
	30
	1.1811
	62
	2.4409
	16
	0.6299
	19.50
	11.30
	9
	9.525
	11000
	13000

	6207
	35
	1.3780
	72
	2.8346
	17
	0.6693
	25.70
	15.30
	9
	11.112
	9800
	11000

	6208
	40
	1.5748
	80
	3.1496
	18
	0.7087
	29.10
	17.80
	9
	12.000
	8700
	10000

	6209
	45
	1.7717
	85
	3.3465
	19
	0.7480
	32.50
	20.40
	10
	12.000
	7800
	9200

	6210
	50
	1.9685
	90
	3.5433
	20
	0.7874
	35.00
	23.20
	10
	12.700
	7100
	8300

	6211
	55
	2.1654
	100
	3.9370
	21
	0.8268
	43.50
	29.20
	10
	14.288
	6400
	7600

	6212
	60
	2.3622
	110
	4.3307
	22
	0.8661
	52.50
	36.00
	10
	15.081
	6000
	7000

	6213
	65
	2.5591
	120
	4.7244
	23
	0.9055
	57.50
	40.00
	10
	16.669
	5500
	6500

	6214
	70
	2.7559
	125
	4.9213
	24
	0.9449
	62.00
	44.00
	11
	16.462
	5100
	6000

	6215
	75
	2.9528
	130
	5.1181
	25
	0.9843
	66.00
	49.50
	11
	17.462
	4800
	5600

	6216
	80
	3.1496
	140
	5.5118
	26
	1.0236
	72.50
	53.00
	11
	18.256
	4500
	5300

	6217
	85
	3.3465
	150
	5.9055
	28
	1.1024
	83.50
	64.00
	11
	19.844
	4200
	5000

	6218
	90
	3.5433
	160
	6.2992
	30
	1.1811
	96.00
	71.50
	10
	22.225
	4000
	4700


	Bearing No. 
	I. D
	O. D
	W
	Loading Rating(KN)
	Steel Ball Parameter
	Max Speed

	
	D
	D
	B
	Dynamic
	Static
	No. 
	Size
	Grease
	Oil

	
	mm
	Inch
	mm
	Inch
	mm
	Inch
	Cr
	Cor
	
	mm
	R/min
	R/min

	6300
	10
	0.3937
	35
	1.3780
	11
	0.4331
	8.20
	3.50
	6
	7.144
	23000
	27000

	6301
	12
	0.4724
	37
	1.4567
	12
	0.4724
	9.70
	4.20
	6
	7.938
	20000
	24000

	6302
	15
	0.5906
	42
	1.6535
	13
	0.5118
	11.40
	5.45
	7
	7.938
	17000
	21000

	6303
	17
	0.6693
	47
	1.8504
	14
	0.5512
	13.50
	6.55
	7
	8.731
	16000
	19000

	6304
	20
	0.7874
	52
	2.0472
	15
	0.5906
	15.90
	7.90
	7
	9.525
	14000
	27000

	6305
	25
	0.9843
	62
	2.4409
	17
	0.6693
	21.20
	10.90
	7
	11.500
	12000
	14000

	6306
	30
	1.1811
	72
	2.8346
	19
	0.7480
	26.70
	15.00
	8
	12.000
	10000
	12000

	6307
	35
	1.3780
	80
	3.1496
	21
	0.8268
	33.50
	19.10
	8
	13.494
	8800
	10000

	6308
	40
	1.5748
	90
	3.5433
	23
	0.9055
	40.50
	24.00
	8
	15.081
	7800
	9200

	6309
	45
	1.7717
	100
	3.9370
	25
	0.9843
	53.00
	32.00
	8
	17.462
	7000
	8200

	6310
	50
	1.9685
	110
	4.3307
	27
	1.0630
	62.00
	38.50
	8
	19.050
	6400
	7500

	6311
	55
	2.1654
	120
	4.7244
	29
	1.1417
	71.50
	45.00
	8
	20.638
	5800
	6800

	6312
	60
	2.3622
	130
	5.1181
	31
	1.2205
	82.00
	52.00
	8
	22.225
	5400
	6300

	6313
	65
	2.5591
	140
	5.5118
	33
	1.2992
	92.50
	60.00
	8
	24.000
	4900
	5800

	6314
	70
	2.7559
	150
	5.9055
	35
	1.3780
	104.00
	68.00
	8
	25.400
	4600
	5400

	6315
	75
	2.9528
	160
	6.2992
	37
	1.4567
	113.00
	77.00
	8
	26.988
	4300
	5000

	6316
	80
	3.1496
	170
	6.6929
	39
	1.5354
	123.00
	86.50
	8
	28.575
	4000
	4700


	GNYAR MODEL
	 
	 
	 
	 
	(KN)
	 
	(/)
	/

	
	
	
	
	
	Dynamic
Cr
	Static
Cor
	No.
	Size
mm
	Grease
r/min
	Oil
r/min
	KG()

	6403
	17
	0.6693
	62
	2.4409
	17
	0.6693
	1.1
	22.7
	10.8
	6
	12.7
	14000
	16000
	0.27

	6404
	20
	0.7874
	72
	2.8346
	19
	0.7480
	1.1
	28.5
	13.9
	6
	15.081
	12000
	14000
	0.4

	6405
	25
	0.9843
	80
	3.1496
	21
	0.8268
	1.5
	34.5
	17.5
	6
	17.000
	10000
	12000
	0.53

	6406
	30
	1.1811
	90
	3.5433
	23
	0.9055
	1.5
	43.5
	23.9
	6
	19.05
	8800
	10000
	0.735

	6407
	35
	1.3779
	100
	3.9370
	25
	0.9843
	1.5
	55.0
	31.0
	6
	21.000
	7800
	9100
	0.952

	6408
	40
	1.7716
	110
	4.3307
	27
	1.0630
	2.0
	63.5
	36.5
	7
	21.000
	7000
	8200
	1.23

	6409
	45
	1.7716
	120
	4.7244
	29
	1.1417
	2.0
	77.0
	45.0
	7
	23.000
	6300
	7400
	1.53

	6410
	50
	1.9650
	130
	5.1181
	31
	1.2205
	2.1
	83.0
	49.5
	7
	25.4
	5700
	6700
	1.88

	6411
	55
	2.1653
	140
	5.7087
	33
	1.2992
	2.1
	89.0
	54.0
	7
	26.988
	5200
	6100
	2.29

	6412
	60
	2.3620
	150
	5.9055
	35
	1.3780
	2.1
	102
	64.5
	7
	28.575
	4800
	5700
	2.77

	6413
	65
	2.5590
	160
	6.2992
	37
	1.4567
	2.1
	111
	72.5
	7
	30.162
	4400
	5200
	3.30

	6414
	70
	2.7559
	180
	7.0886
	42
	1.6535
	3.0
	128
	89.5
	7
	34.000
	4100
	4800
	4.83

	6415
	75
	2.9528
	190
	7.4803
	45
	1.7717
	3.0
	138
	99.0
	7
	36.512
	3800
	4500
	5.72

	6416
	80
	3.1496
	200
	7.8740
	48
	1.8898
	3.0
	164
	125
	7
	38.1
	3600
	4200
	6.76

	6417
	85
	3.3465
	210
	8.2677
	52
	2.0472
	4.0
	165
	128
	7
	40.000
	3400
	4000
	7.95

	6418
	90
	3.5466
	225
	8.8583
	54
	2.1260
	4.0
	184
	149
	7
	42.862
	3200
	3800
	11.4

	6419
	95
	3.7402
	240
	94488
	55
	2.1654
	4.0
	186
	153
	7
	45.000
	3000
	3500
	13.4

	6420
	100
	3.9370
	250
	9.8425
	58
	2.2835
	4.0
	206
	175
	7
	47.625
	2900
	3400
	15.0


	SXR
	d
	D
	B
	 
	(KN)
	 
	(/)
	/

	 
	 
	 
	 
	 
	Dynamic
Cr
	Static
Cor
	No.
	Size
mm
	Grease
r/min
	Oil
r/min
	KG()

	62300
	10
	0.3937
	35
	1.3780
	17
	0.6693
	0.6
	8.2
	3.5
	6
	7.144
	23000
	27000
	0.073

	62301
	12
	0.4724
	37
	1.4567
	17
	0.6693
	1.0
	9.7
	4.2
	6
	7.938
	20000
	24000
	0.0814

	62302
	15
	0.5906
	42
	1.6535
	17
	0.6693
	1.0
	11.4
	5.45
	7
	7.938
	17000
	21000
	0.105

	62303
	17
	0.6693
	47
	1.8504
	19
	0.7480
	1.0
	13.5
	6.55
	7
	8.731
	16000
	19000
	0.146

	62304
	20
	0.7874
	52
	2.0472
	21
	0.8267
	1.1
	15.9
	7.9
	7
	9.525
	14000
	17000
	0.195

	62305
	25
	0.9843
	62
	2.4409
	24
	0.9448
	1.1
	21.2
	10.9
	7
	11.500
	12000
	14000
	0.306

	62306
	30
	1.1811
	72
	2.8346
	27
	1.0630
	1.1
	26.7
	15.0
	7
	12.000
	10000
	12000
	0.478

	62307
	35
	1.3779
	80
	3.1496
	31
	1.2204
	1.5
	33.5
	19.1
	8
	13.494
	8800
	10000
	0.647

	62308
	40
	1.5748
	90
	3.5433
	33
	1.2992
	1.5
	40.5
	24.0
	8
	15.081
	7800
	9200
	0.885

	62309
	45
	1.7716
	100
	3.9370
	36
	1.4173
	1.5
	53.0
	32.0
	8
	17.462
	7000
	8200
	1.156

	62310
	50
	1.9650
	110
	4.3307
	40
	1.5748
	2.0
	62.0
	38.5
	8
	19.05
	6400
	7500
	1.498

	62311
	55
	2.1653
	120
	4.7244
	43
	1.6929
	2.0
	71.5
	45.0
	8
	20.638
	5800
	6800
	1.918

	62312
	60
	2.3620
	130
	5.1181
	46
	1.8110
	2.1
	82.0
	52.0
	8
	22.225
	5400
	6300
	2.422

	62313
	65
	2.5590
	140
	5.7187
	48
	1.8898
	2.1
	92.5
	60.0
	8
	24.00
	4900
	5800
	 

	62314
	70
	2.7559
	150
	5.9055
	51
	2.0078
	2.1
	104.0
	68.0
	8
	25.4
	4600
	5400
	 

	62315
	75
	2.9528
	160
	6.2992
	55
	2.1654
	2.1
	113
	77.0
	8
	26.988
	4300
	5000
	 

	62316
	80
	3.1496
	170
	6.6929
	58
	2.2835
	2.0
	123
	86.5
	8
	28.575
	4000
	4700
	 

	62317
	85
	3.3454
	180
	7.0866
	60
	2.3620
	3.0
	133
	97.0
	8
	30.1625
	3800
	4500
	 

	62318
	90
	3.5433
	190
	7.1803
	64
	2.5197
	3.0
	143
	107.0
	8
	31.75
	3600
	4200
	 

	62319
	95
	3.7402
	200
	7.874
	67
	2.6378
	3.0
	153
	119
	8
	34.000
	3300
	3900
	 


 

 
	SXR 62200 Series Deep Groove Ball Bearing

	No.
	d
	D
	W
	r
	Load Ratings (KN)
	Ball
	Speed limitation (r/min)
	Weight.set

	
	mm 
	in
	mm 
	in
	mm 
	in
	 
	Cr
	Cor
	Qty.
	Size.mm
	Grease
	Oil
	KG

	62200
	10
	0.3937
	30
	1.1811
	14
	0.5512
	0.6
	5.1
	2.39
	8
	4.763
	25000
	30000
	0.044

	62201
	12
	0.4724
	32
	1.2598
	14
	0.5512
	0.6
	6.1
	2.75
	7
	5.935
	22000
	26000
	0.053

	62202
	15
	0.5906
	35
	1.378
	14
	0.5512
	0.6
	7.75
	3.6
	8
	5.953
	19000
	23000
	0.065

	62203
	17
	0.6693
	40
	1.5748
	16
	0.6299
	0.6
	9.6
	4.6
	8
	6.747
	18000
	21000
	0.096

	62204
	20
	0.7874
	47
	1.8504
	18
	0.7086
	1
	12.8
	6.65
	8
	7.938
	16000
	18000
	0.15

	62205
	25
	0.9843
	52
	2.1645
	18
	0.7086
	1
	14
	7.85
	9
	7.938
	13000
	15000
	0.178

	62206
	30
	1.1811
	62
	2.4409
	20
	0.7874
	1
	19.5
	11.3
	9
	9.525
	11000
	13000
	0.215

	62207
	35
	1.3779
	72
	2.8346
	23
	0.9055
	1.1
	25.7
	15.3
	9
	11.112
	9800
	11000
	0.31

	62208
	40
	1.5748
	80
	3.1496
	23
	0.9055
	1.1
	29.1
	17.8
	9
	12
	8700
	10000
	0.406

	62209
	45
	1.7716
	85
	3.3464
	23
	0.9055
	1.1
	32.5
	20.4
	10
	12
	7800
	9200
	0.455

	62210
	50
	1.965
	90
	3.5464
	23
	0.9055
	1.1
	35
	23.2
	10
	12.7
	7100
	8300
	0.496

	62211
	55
	2.1653
	100
	3.937
	25
	0.9843
	1.5
	43.5
	29.2
	10
	14.288
	6400
	7600
	0.81

	62212
	60
	2.362
	110
	4.3307
	28
	1.1024
	1.5
	52.5
	36
	10
	15.081
	6000
	7000
	1.03

	62213
	65
	2.559
	120
	4.7244
	31
	1.2205
	1.5
	57.5
	40
	10
	16.669
	5500
	6500
	 

	62214
	70
	2.7559
	125
	4.9213
	31
	1.2205
	1.5
	62
	44
	11
	16.669
	5100
	6000
	 

	62215
	75
	2.9528
	130
	5.1181
	31
	1.2205
	1.5
	66
	49.5
	11
	17.462
	4800
	5600
	 

	62216
	80
	3.1496
	140
	5.7087
	33
	1.2992
	2
	72.5
	53
	11
	18.256
	4500
	5300
	 

	62217
	85
	3.3454
	150
	5.9055
	36
	1.4173
	2
	83.5
	64
	11
	19.844
	4200
	5000
	 

	62218
	90
	3.5433
	160
	6.2996
	40
	1.5748
	2
	96
	71.5
	10
	22.225
	4000
	4700
	 

	62219
	95
	3.7402
	170
	6.6929
	43
	1.6926
	2.1
	109
	82
	10
	24
	3700
	4400
	 

	62220
	100
	3.937
	180
	7.0866
	46
	1.811
	2.1
	122
	93
	10
	25.4
	3500
	4200
	 


