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Model SZ-25E2 CNC Swiss type auto lathe
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SZ-25E2 CNC Swiss type automatic lathe Technical specifications

Cutting-tool layout sketch

3 axis, single spindle

NC device FANUC 0i-TF

Power source 200VAC

Lathe rated power Kw 8

Machining range

Machining range dia. mm Φ26

Main spindle max clamping dia. mm Φ26

Max feed length (once) mm Max 240

Main spindle

Main spindle power Kw 2.2/3.7

Main spindle max through hole dia. mm Max Φ27

C axis resolution ° C 0.001°

Main spindle rev speed rpm Max10000/12000

Main spindle max travel
With guide bush mm 240

Non guide bush mm 355

Max tool installed qty. pcs 14

OD Turning tool Qty.×Model 6×□12

Cross live tool

Qty.×Model 4×ER16

Drilling dia. mm Max Φ10

Tapping/Threading die dia. Max M8

Live tool rev speed rpm Max4000

Live tool power Kw 0.75
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End-face tool
(Main spindle)

Fixed

Qty.×Model 4×ER16

Drilling dia. mm Max φ10

Tapping/Threading die dia. Max M8

Rapid feed speed m/min 30(Z/Y) 24(X)

Feed motor power Kw 0.75(Z/X/Y)

Cutting oil pump power Kw 0.35

Main/sub spindle cooling oil pump power Kw 0.12

Lubricating oil pump power Kw 0.004

Max collecting length of workpieces collect box mm 50

Main/sub spindle center to the bottom of lathe body mm 1050

Cutting oil tank volume L 150

Net weight Kg 1950

Dimensions(L×W×H) mm 2043×1302×1746

switchable
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Configuration

Please notes:

No. Item Brand/Origin Qty. (Unit)

1 Control system FANUC 0i-TF (Japan) 1

2

Electric control system

Main spindle HAOZHI(China) 1

3 X axis servo motor FANUC (Japan) 1

4 Y axis servo motor FANUC (Japan) 1

5 Z axis servo motor FANUC (Japan) 1

6
Cross live tool
servo motor

FANUC (Japan) 1

7 Cooling oil pump YALONG(China) 1

8 Lubricating oil pump YALONG(China) 1

9
Spindle temperature

oil pump
LUOKAI(China) 1

10 X/Y/Z screw and rail HIWIN (Taiwan) 1

11 Ball screw HIWIN (Taiwan) 1

12 Bearing NSK (Japan) 1

13 Spline shaft THK (Japan) 1

14 Pneumatic element SMC (Japan) 1

15 Guide bushing and Chuck POSA(China) 1

16 Standard turning tool base SALA(China) 1

17 End face cycle tool base ER16 OERC(China) 1

18 Cross live tool base ER16 OERC(China) 1

19 Tool cabinet ERNVF (China) 1

20 Electric components Schneider(France)

21 Cast iron base (BAOGANG)China 1

Notes：Lamp, pusher dog, belt are easy broken components (Not include in warranty)



Web:www.cncswisstypelathe.com E:admin@cncswisstypelathe.com
Tel:+86 755 29870549 F:+86 755 29874501 M:+86 18027650065

Page 7 of 8

SOWIN CNC Swiss type automatic lathe with FANUC system, all the feed servo motors and
live head motors use FANUC brand motors.

Lathe Adjunct:
1. Tool cabinet: screwdriver,wrench, installation and testing tools, ect.
2. Documents: certificate of conformity, packing list, operation manual, maintenance instruction, NC
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Welcome to visit SOWIN

The End


